
EntryRAE 1
Personal  VOC protection

Key FeaturesEntryRAE
The EntryRAE 1 is a personal 
photoionisation (PID) detection. Reliable, 
easy to operate, and simple to calibrate, 
the EntryRAE 1 delivers added protection 
without added complexity.

Simple, Modular, Durable PID
RAE Systems is the leader in PIDs. Thier 
plug & play, self-cleaning (patented) PID 
is the most reliable and durable PID 
available today.

Why PID?
Typical gas monitors do not detect many 
volatile organic compounds (VOCs). 
Detection with an LEL monitor is 
unacceptable when looking to comply 
with toxic limit values.  Toxic limits are ofte 
far below 10%LEL.. VOC’s are commonly 
found in:

• Fuels, oils, degreasers
• Industrial cleaners
• Heat transfer fluids
• Solvents, paints
• Plastics, resins, adhesives
• Pesticides and herbicides

• Refineries
• Chemical processing
• Water & wastewater facilities
• Semiconductor manufacturing
• Rail wagon and tank truck 
cleaning
• Resin and nylon production
• Underground storage
• Sewer entries
• Cable vaults
• Agriculture

Applications
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• Reliable, self-cleaning VOC    
detector
• Simple to operate
• Easy to calibrate
• Durable, weather-resistant 
rubber body with belt clip
• Datalogging included - and 
automatic
• Big display with auto-backlight
• Loud alarm
• Bright red flashing LED alarms
• Up to 16-hours of continuous 
operation
• Interchangeable Lithium-ion 
and alkaline battery packs
• Charging cradle doubles as an 
external battery charger
• Powerful pump allows sample-
draws up to 30 metres (100’)
• Low-flow pump alarm
• Also available with extra CO, H2S, 
LEL and O2 sensors




